GE Lightspeed 16 Slice CT Del Medical U-Arm X-Ray Mindray M7 Ultrasound



Our ER is closed, but all equipment is in a new ER.     This is what was in the sales contract when we purchased.   I need a price for one or all three.

What price can you offer for this?

Brian Kempton
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- Rotation of Receptor +/- 45"
DM-UARM-PL-V-M 1

Del Medical SHF Series SOkW, 640mA, High Frequency Three Phase Generator

Item Features:

- Radiographic kVp Range in 1 kVp Steps, 40-150

- Exposure Time Range 0.001 - 10 Seconds

- Buckys (2 Units Standard)

- Integrated High Speed Starter

-3 Point Operation Console Standard

- Automatic Line Compensation +/- 10%

- Line Voltage Range 230/480

DM-SHF50-640 1

DM-UARM-REMOTE 1 Infrared Remote Control for UARM PLUS ONLY

DM-AEC-INT-11ON 1 Generator AEC Interface Board and (1) Three Field lon Chamber (model: ICX-159)
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REFURBISHED AND RECONDITIONED 16 SLICE GE LIGHSPEED PLUS CT SCANNER PLUS
REFURBISHED ACCESSORIES
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17 MINDRAY ULTRASOUND




image8.png
7L4s Linear Array Transducer (5.0/7.5/10.0MHz) (M5 &M7) - PLIE-30-90886
Pa-25 Phased Array Transducer P4-2s (2-4 MHz) (M5 & M7)  120-000004-00
€5-25 Convex Array Transducer (FBW: 2-5 MHz) (M5 & M7)  120-000171-00
V10-4s Micro-Convex Array Endocavity Transducer (FBW: 4-10 MHz) (M7) PR1P-30-91164

iRoam_, 802.11b/g wireless adapter (Must include iRoam software (part number 110-001108-00) 115-
00537000

DICOM Package includes:

DICOM Basic: Includes: DICOM basic store, print, store commitment and media store

(pn 110-000557-00)

DICOM Worklist: Download worklist from DICOM server (pn 110-000558-00)

DICOM MPPS: Modality performed procedure step (pn 110-000559-00)

DICOM Query/Retrieve: Query & retrieve patient images and information (pn 110-000563-00)
iRoam_, 802.11b/g software (must include with wireless adapter part number 115-005370-00)
110-001108-00

UMT300 Advanced Mobile Trolley includes:

Main Unit includes:

Ergonomic mobile docking system to secures M5/M7 System

Mobile work platform includes new handle, cable routing, transducer holders, and additional storage.
Storage for fully integrated: ECG-21, B/W and Color Printer

Power Supply Module, isolation transformer, screws, hex driver, cable clamp and AC power cord.
PEM-21, M7 Probe Extend Module: Triple Transducer Connect

Internal DVD-RW
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DEL MEDICAL

Brand New DelWorks Digital Radiography
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DELWORKS DIGITAL RADIOGRAPHY

DelWorks Medical DR System with 17" x 17" Cesium Flat-panel Detector
4343R Detector Specifications:

- Cesium Detector

-42.4x42.4 cm Active Area

- 139um Pixel Size

-9 Megapixel (3072 x 3072 pixel matrix)

-8-10Second Cycle Time

- <1 Second to Image Preview

- 16 Bit A/D Conversion with 14 Bit Output
DelWorks Medical DR Workstation Features:

tuitive Technologist Exposure Guidance

- Advanced Image Processing and Algorithms

- Image Reject Tracking and Analysis

- CD/DVD/USB Drive Export/Output

- DICOM Store

- DICOM Print

- DICOM Modslity Worklist

Workstation Hardware Components:

- Dell Optiplex 780, Intel 3.0Ghz, 4GB RAM, 250GB HD

- Barco 19" Touch screen 1280x1024 Display
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Del Medical X-Ray Equipment

DM-CAB-HV-30 1 Generator High Voltage Cables - 30'

Toshiba E7255FX Tube - 902 cable arms , 0.6x1.2mm FS, 300kHU, 150KVP, 122 target, 4"
Anode

TUBE-£7255-90 1

‘GRID-200-10-40 1 200 Line, 10:1 Ratio, 40-72" Grid

Del Medical UARM PLUS with Varian 4343 Panel Receptor and Manual Collimator

Item Features:

- Fully motorized UARM with dual speed movement and anti-collision protection  circuitry
- UARM PLUS position controlled at tube / collimator head and bucky cabinet

- Auto positioning of UARM through Pre-programmed APR techniques

- 10" display of pre programmed positions on tube / collimator head

- Digital SID displayed on U portion of ARM

- Varian 4343 Panel grid cabinet with removable grid feature

- Manual Collimator

- Electromagnetic brakes for all movement

- Vertical Travel of Central Carraige 49.
- Minimum SID 40°; Maximum SID 72"
- Rotation of Swivel Arm +120° / 30"

- Rotaton of Tube - Collimator Assembly +/- 180"




